
AIR TO FUEL CELL
FRESH AIR PERFORMANCE POINT

Pressure                       PSIA
Pressure                   PSIA         Idle             Cold Day Temperature                 C   
Temperature             C        Full Power       Hot Day Dew Point                     C
Dew Point                  C                                                                        Flow Rate      

Stoich            
ENTHALPY WHEEL

HUMIDIFIER

Size Constraints *
         H x          W x          D

(inches)

ALLOWABLE LEAKAGE Weight Limit FUEL CELL
               LBS PRESSURE DROP

           LBS / MIN          PSID
Motor Voltage

       VAC ,         Hz   
or

       VDC
EXHAUST PRESSURE CATHODE EXHAUST

         PSIA  Pressure                    PSIA
Temperature             C
Dew Point                 C

Allowable D P :          " H20

For information about how the Humidicore will work for your application, simply 
fill in the blanks below and fax this form to 770-425-1425, ATTN:  Ron DuBose. 

I n f o r m a t i o n  R e q u e s t  F o r m  

Emprise Corporation 

Your Name:  ______________________            Fax No. : 
Company Name:      _________________          Phone No.:
Would you like to have a sample of the cordierite core material?      YES          NO 

Emprise Corporation         ·         3900 Kennesaw 75 Parkway · Kennesaw, GA  30144 
Phone:   (770) 425-1420      Fax: (770) 425-1425       Email:   info@emprise-usa.com 


	FreshAir_Temperature: 
	FreshAir_DewPoint: 
	Idle_FullPower1: Off
	Submit: 
	Cold_Hot Day: Off
	Other_Performance: 
	Other_Day: 
	FreshAir_Pressure: 
	FCAir_Pressure: 
	FCAir_Temp: 
	FCAir_DewPoint: 
	FCAir_Flow: 
	FCAir_Stoich: 
	Width: 
	Depth: 
	Height: 
	Weight: 
	Hz: 
	VDC: 
	Delta_P: 
	Leak: 
	Exhaust_Press: 
	FC_PressDrop: 
	VAC: 
	Cathod_Press: 
	Cathod_Temp: 
	Cathod_DewPoint: 
	Name: 
	Company: 
	Fax: 
	Phone: 
	Sample: Off


